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O 1. Scope of Application

' This standard shall regulate about the drawing indication for parts not to sintered

partially taking advantage of anti-sintered agents when induction of sintering.

Remark 1. This shall be usually applied for non-mass-products except automeoehiles in
cases of simultaneous work of knock-pin holes, machine work after
induction because of other reason or use of mechanical property of materials
partially after machine work.

2. Parts of holes more than 20mn or parts except holes shall basically take an
anti-sintering work after finish of machine work. )

2. Method of Drawing Indication

2.1 Principal of drawing indication

2.1.1 Parts and the number of sintering shall be indicated as the next figures.

2.1.2 Drawing indication of anti-sintering parts shall basically take oblique lines and
characters of anti-sintering on pertinent parts of drawings like Figure-1.
Especiallv, when scope of anti-sintering has to be indicated, the place and scope
shall be indicated by dimension (Figure-2). And when parts of anti-sintering like
threads are apparent, oblique lines may be omitted (Figure-3).

2.1.3 Indication of the number of anti-sintering shall be basically the total number of

Q places to be spread, it shall be inserted on the indication panel of sintering-
: induction. (Figure-1, 2, 3)
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LiAnti-Sintering Anti-Sintering of Thread
Anti-Sintering 2 Places ‘ Anti-Sintefing 1 Places . Anti-Sintering 1 Places
Sintering-Induction Sintering - induction Sintering -Induction
Sintering Depth 05-07 . Sintering Depth 05-07 Sintering Depth 0507
Hardness HRCBO+2 Hardness HRCB0*2 Hardness HRCB0+2
Figure 1 Figure 2 Figure 3

22 Example of drawing indication

221 When the direction to make a hole aflerwork is not settled in case thal the
:J section shape like cylinder parls is systematical ( Refer to Note. ), it shall be
indicated like Figure-4, and the entire circumstance of a circle shall be disposed of
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