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1. Scope of Application
This standard specifies multi-use drawings and simplified multi-use drawings on the occasion of

making drawings of automobile parts (including engines for industry).

2. Definition of Terminology

The definitions of main terminology used in this standard are as follows:

(1) Mult-use drawing
A drawing to give the clear differences between detail only parts or assembled parts, when
drawings of the each detail only part or assembled part become quite similar to each other if
expressed separately.
(2) Similar parts
Parts of which outside configurations are similar to each other and required tools can be
simplified into a type of common tools.
(3) Simplified multi-use drawings
The following drawings are called the simplified multi-use drawing.
(a) A drawing of one assembly in which one or plural detail parts are shown having the same
model number.
(b) Drawings having on and the same model number in which the right side and the left side, the
front side and the rear side, the upper side and the lower side, etc. are shown at the same time
on a level such as the group drawings of assembled part or drawings of detail part.

(¢) A drawing consists of (a) and (b).
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(%) Single article drawings

A drawing in which the only part or the assembled part is corresponding to only one part No.

(3) Simplified drawing
When the only pari(s) or the assembled parts shown in an existing drawing 1s altered partially and
another drawing of only part(s) or assembled part(s) is made, the new drawing in which the
poruons to be altered is shown and the remark that the rest shall conform to the existing drawing is
given 1s called simplified drawina.

(6) Basic drawings
AT exisung drawing on which a simplified drawing will be based.

(7) Verucal and horizontal multi-use drawings
Drawings which are used jointly in the vertical and horizontal directions at the same time

(8) Mulu-use drawing column

The column prepared for each part drawn in the multi-use drawing in which part No., part name,

erc. are written.
(9) Simplified multi-use drawing column

The column prepared for each part drawn in the simplified mult-use drawing, in which part No.,

part name, €tc. are writlen.

(10) Tide column

The column prepared on the right side in the lower corner of a drawing. Part No., part name, etc.

are put 1n there.

- (11) Difference column

The column for elucidating differences of each part drawn in the multi-use drawing.
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(12) ON 10 mulii-use drawings
When a part is newly added to an existing muld-use drawing it is entered that the part is made ON 10 the mult-
use drawing.

(13) OFF from mult-use drawings
When the mentioned items of a part are taken off from an existing multi-use drawing, it is

entered that the part is made OFF from the multi-use drawings.

>Makjng OFF of a part from a multi-use drawing is executed in the following cases:
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(a) The part is abolished by engineering change. (Abolition)
(b) The part is become independent as a single article drawing.(Moving out)
(c) The part is reprinted in another multi-use drawing.(Moving out)

(d) The part becomes unnecessary due t0 abolishing the model.(Abolition)

3. Basic Items for Making Multi-Use Drawings

3.1 Auention items on making multi-use drawings

(1) Derail parts or assembled parts represented by a multi-use drawing shall be the similar parts,
provided that the inner parts of supplier's parts are excluded.

(2) Multi-use drawings shall be drawn in accordance with this standard not so as 10 be
misunderstood by the peoples engaging with the subsequent processes since these drawings as
drawn by the special indicatng method.

(3) The different poruon in the drawing is marked with an indicating mark such as A, B, C, 123,

(D(D(II) etc. to find it easily' making it correspond to the different item in the difference

column.
Indicating symbols other than numerals and English lerters shall not be used.

(4) Enclose different portions with so as to be able to find them out at a glance. In this case, not
merely enclose them with the mark but describe the different points concretely(Fig'. 1). But in
case of multi-use drawing by which the different portions can be understood at a glance, these

may be omitted.
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(5) A sketch by which the different portions and the portions of the detailed drawings can be found
at once 1s t0 be drawing near the title column or the difference column(Fig. 2). But in case of

mult-use drawings being easy 10 understand, this may be omitted.

(6) When the multi-use drawing which was released before is made again, the o0ld multi-use

drawing number shall not be used repeated]y.

@s.;@al lamp attachmg hole

61 ! 3= specification
attach order number

@ engine ornament hole

Fig. 1
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3.2 Limit of mult-use
Since multi-use drawings are drawn by the special drawing method, the following limitations are

given from the viewpoint of easy reading in the subsequent processes.

(1) Sketch drawing in making a multi-use drawing or a simplified multi-used drawing are not
acceptable. But schedule code symbols Y, T, M, P are excepted.

(2) Parts of work code symbols Y, T, M, P and of prototype stage, parts of final and facilitization
stage shall not be drawn in one and the same multi-use drawings.

(3) It is not acceptable 10 join simplified multi-use drawings and multi-use drawings together and
make another multi-use drawing.

(4) A multi-use drawing exceeding the range of a model series is not acceptable. But articles pur-
chased are excepied.

(5) Inner, outer, etc. of which configurations are different from each other shall not be gathered
together in one mult-use drawing.

(6) The limitation to a vertical multi-use drawing shall be up to three stages.
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4. Putting-in Method for Title Column

The form of the title column shall conform KES A-B201A (Technical Drawing Sizes and Format of
Drawing) (Fig. 3)
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