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1. Scope of Application

This standard specifies the cut plate and the steel strip taken from a hot-dip aluminium coated steel strip
- (Hereinafter referred to as "plate and coil").

2. Kind and Symbol
- The kind and symbol of the piate and coil shall conforme 1o Table 1.

Table 1

Symbol Old Symbo

 Kmd2 | SAD | Tordmang | SRR

SAIE For deep drawing SPSA3A

Kind of Surface Treatment

Chromium acid and others treatment
No treatment (Oil coating)

Remarks 1. In case of chromium acid and others treatment, "- C" shall
Example: SAIC-C

2. In principal, steel plate used at our company shall be vil-coated.

be suffixed to material number.

3. SAIE shall be the one considering specially operatability.

3. Coating Mass of Aluminium

Table 2

Standard coating mass, one side (g/m2) © 60
Proof min. coating mass, both side (g/m?)

Remark: Standard coating mass shall be indicated as mass per 1m2 (g/m2) on the upper/lower
surface, if required.

Example: SAIC-C-60/60
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4. Mechnical Properties

The elongation and bending of plate and coil shall be
outside surface of plate and coil (the parts 7mm or more

from peeling of coating or cracks and breakage of base metal.

Table 3

Tensile sest

Bending test
Elongation

e ——— e T

Distanze between
Thickness tmim

insides when

bending

4 plates of stand-

ard thickness

180 °

thtckness

Remark: Values of tensile test and bending test

shall be for reference.

S. Physical Appearance

(1) Plate and coil shall be free from such hamaful defects 1o use as barc spot, holes. breakage, elc.

However, in case of cotl, since there ig generally no chance for removal of defects, it m

ay have
welded jeints or something unusuyal.

(2) Maker may perform surface lreatment such as oil coating,

chromium acid treating and others, if
according to requirement.

6. Dimensions
(1) Dimensions of plate shall be indicated with its
cotl shall be indicated with its thicknes, and width in mm. However, in case we; ght of coil is
cbtained through calculation, iis length shall be indicated in m
Remark: Weight in this standard Means niass.
(2) Thickness of coated plate and coated coil
(3) Standard thickness of plate and coil sh

thickness, width and length in mm and dimension of

shall be indicated with 2 significant figures in mm.
1l be as shown in Table 4,

2/8

as shown in Table 3 However, when bended,

inside from each end of test Drece) shall be free

I plate of standard
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