KES B-AQ08

1. Scope of Application
This standard specifies the hot-rolled high tension steel plates, sheets and strip (Hereinafter referred to

as "steel plates and strip").

2. Kind and Symbol
~ The kind and symkbol of steel plates and strip shall be as shown in Table 1.

Table 1

Kind 1 SHHP 50 To be used for good pressing work in addition to
Kind 2 SHHP 55 strength
Kind 3 SHHP 60
Kind 4 SHHP 70

Remarks 1. "-S" shall be suffixed to material number of zinc coated steel plates and stri p
Example: SHHP50-Z
2. In case of descaling, "-DS" shall be suffixed to material symbol.
Example: HHPS50-DS

3. Chemical Element
The chemical element and weldability shall be determined through the agreements between KIA and
manufacturer

4. Mechanical Properties
'Ibnsile strength, yielding point, elongation and bending test shall conform to Table 2.
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Table 2 ':
Kind | Symbol | s ' hickness JThickness) Test BHending | inside Test piece
picce | angle radius
thickness 1
Kind 1

SHHP30 {2 50 224 | Nolj, 051 No 3. at nght
(= 490)
2 55 238 (= 21) (Z2) (223) Jangleio 1.0t

at righi angle to rolling

Kind 2 | SHHP55

dircction
(2539) |(2373) rotling [80°

> &) 2 45 (2 19) (2 20) (2 21) [directio 1.51¢
(2 588) |[(=441)

Kind4 | SHIPT0[270  |255 |2 6] 1 @17 | 18 25 ¢
(2 686) |(=539)

Kind 3 | SHHP6O

Remark: Value in ( ) is onl y for reference.

S. Standard Thickness

——
, -1 -

The standard thickness of steel Plates and strip shall be as shown in Table 3.

Table 3

Standard thickness mm

Standard Quoted: Kind 1, 2 and 3 referred JASO Standards (M107-77)

and Kind 4 referred values ol manufacturer.
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