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1. Scope of Application
This standard specifies the coated steel tubes and the hot-dip aluminium steel tubes.

2. Zinc-coated Steel Tubes
(1) Kind and symbol shall be as shown in Table 1.

Table 1

k| sy
Zinc-coated steel tubes STKM 11A-Z EX pipe

Remark: For Zinc-coated tube, "-E" shall be suffixed to its material symbol, and for hot-dip
- zinc-coated tube, "-D" shall be suffixed to its material symbol.
Example: STKN 11A-Z-E '
(2) Standard zinc-coating mass shall be as shown in Table 2.

Table 2

Standard zmc-coaung mass (one face g/m3)

40 50

Remark: Value indicating coating mass on one face of tube, shall be suffixed to coating symbol.
Example: STKM 11A-Z-D90

(3) Zinc-coated steel tube shall be manufactured by electric reswtancc welding after coating usnng KES
B-A009 (Carbon steel tubes for machine structural purposes) as a basic material.

(4) Other carbon steel tubes for machine slmctural puropses and for general structural purposes may be
applied.

Example: SPS 30—Z

3. Hot-dip Aluminium Coated Steel Tubes
(1) The kind and symbol shall be as shown in Table 3.

Table 3

W T s

Hop-dip Aluminium coated SATA EGR pipe
steel tube
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