Electrolytic Galvanized Zinc Alloy
Coated Steel Sheets and Strips
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1. Scope of Application

(1)

(2)

This standard spcifies the steel sheets and strips electropiated with Zn-Ni allov  for

" b

automobiles (hereinafter referred to as “steel sheets” ).

The raw matertal to be used for plating steel sheets and strins shall conform to KES

B-AC0Z (Het-Rolled Steel Sheets and Strips), KES B-A013 {Cold-Rolled Steel Sheets and
Strips), KES B-AC07 (Cold-Rolled High Tensie Strength Steel Sheets and Strins), KES
B-AO03 (Hot-Rolled High Tensile Strength Steel Sheets and Strins).

However, the material proper to KES B-AO0l3 or KES B-AQ07 shall be bright or dull
finished.

2. Material D Codes

2.1 The material ID codes of steel sheets are shown in Table 1.

Table 1

- Cold-rolled Cold-rolled  Hot-rolled  Hot~rolled 4

L | . -~ Steel ~ High - Steel High
~ Material ID © Previous : : ‘ T . | |
_: : ~ Sheets and  Tension cheets and  Tension Remark
- Codes Codes | _ - i L . i
: Strips steel Sheets . Strips ~ Steel Sheets:
| | and Strips and Stnons
'SCPIZN  SPSUI-E ° SCPI
SCP2ZN SPSUZ-E - SCP2
SCP3AZN  SPSU3A-E . SCP3A
SCP3BZN | SPSU3B-E = SCP3B

SCP3CZN | SPSU3C-E = SCP3C i i ‘
 SHCP35ZN | HPC35U-E  SHCP35 f
| SHCP4ZN ' HPCAOU-E  SHCP40 f
 SHCP45ZN : HPC45U-E  SHCP45 | ;
' SHCP50ZN ~ HPCS0U-E | SHCP30 | i ’
— - — ,: 1 _ :i |[
| SHCPS5ZN | HPCS5U-E  SHCPS5
| SHCPS0ZN | HPC60U-E ~ SHCPS0 | i
- SHCP100ZN * SHCP100
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KES B-A0L3

Tabie 1 (continued)

?  Cold-rolled  Cold-rolled ! ;
| * - | Hot-rolled ' Hot-rolled
- Maternial [D ~ Previous Steel High Tensile - .-
; 5 - Steel High Tensile: Remark
- Codes - Codes . Sheets Strength g | '
| | ! i - Sheets ~ Steel Sheets
. - : Steel Sheets ! | '
SHPIZN  : SPHIU-E SHPI
I SHP2ZN  SPH2U-E j  SHP?
P— ,. —
SHP3ZN | SPH3U-E ? - SHP3
| SAPH32ZN ' SAPH32U-E  SAPH3?
 SAPH38ZN |  SAPH®
' SAPH41ZN | SAPH41U-E o  SAPH4L |
SAPH45ZN | SAPH45U-E | SAPHI
| SHHP50ZN | F ' SHHP50
- SHHPS5ZN | i  SHHPS3
" SHHPG0ZN - ; - SHHP60
 SHHP70ZN 5  SHHPTO

Remark @ The material which is improved on antt-chipping  property at a low temperature
shall be indicated as follows.
Ex : SCP1ZN-30/30-V

3. Coating Weight

3.1 There are two types of alloy plating. The one is which has the same amount on the both
sides of steel sheets (hereinafter referred to as “two sided coating”) and the other is which
has the different amount on each sides of steel sheets (hereinafter referred to as ther 15 a
difterential coating”).
The standard and minimum amount of coating weight shall be indicated on each side
and conform to Table 3.
However, in case of differential coating, the amount of plating shall conform to Table 3 and

the indication shall be as follows.

Steel sheets : Standard amount of plating on the upper side/standard amount of plating
on the lower side {ex. : 20/30)
Steel strips : Standard amount of plating on the outer side/standard amount of plating

on the inner side (ex. : 30/10)
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