Fluoro Rasin Steel Pipe for
Automobile Piping
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NES B3-A020

1. Scope of Application
This standard specities fluorine resin coating double steel pipethercinatter. reterred o us the "PIVET)
for piping used tor brakes. tuel system and tublication system.(However, tucl jet pipe tor automobile

shall be excluded)

2. Dimension of Pipe
(1) Nominal diameter and dimension ot pipes shall conform to Table 1. But, in cuse of a drawn tube.

the nominal diameter can be chaneed after consultaton with a user.

Table 1 unat:mm

. Outside diameter Thickness
Nomuinal R B

. B asic Tolerance Dasic rolerance
diameter

Dimension Dimension

3.17 3.17

4.76 1.76 |

6.3 6.3 | 0.70 |

S.00) 3.00 0.1 | 0.1

9.50) 9.50)

10.00 1().C0O ]

12.00 12.00 0.90

(2) Shape and dimension of flare part on a pipe shall contorm to Attached Table 1.
(3) Shapes and dimension of bulge and spool parts on a pipe shall conform to Attacted Tuble 2.
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KES B-A026

3, Manufacturing Method
Alter bronze plating on both sides of KES B-A 013, (Cold Rolled stecl plate and sirig) pipes shall

be manufactured by brazing in a reduction pot.

The hole of the pipe shall be tike f1g.1.

’ | - _
- S X fluoro coating
/ \ \

l zinc galvanizing chromate treatment

v / .
A =7 pipe

Remark. The treatment range of tfluoro coating shall be front treatment at terminal part.

4. Quality
4.1 External shape
(1) The inside and outside surface of the pipe shall be smooth, and it shall not have defects such as
cracks and rust.
(2) The pipe shall be straight, and both ends shall be at a right angle to the axis of the pipe.
(3) After the surface treatment, there shall be no defects such as white rust and bad cutting.

4.2 Chemical components
Chemical components of materials shall comform to Table 2.
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