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KES B-B0O01

1. Scope of Application
This standard specifies the piano wire rods used in manufacturing piano wires, oil-tempered wires, steel
PC wires, low carbon steel PC wires, wire ropes, etc. (Hereinafter referred to as "wire rod").

2. Kind and Symbol
~ The wire rods shall be classified into 18 kinds, and their symbols shall conform to as shown in Table 1.

3. Chemical Element

The chemical element of the wire rod shall be analized according to the ladle, and the values shall

conform to as shown in Table 1.
Table 1

Chemical Element % Former
Kind Symbo Vain usage | Symbol

62A 0.60-0.65 0.30-0.60 Piano Wire | SWRS 62A

SWRP 628 0.60-0.90 Oil-tempered | SWRS 62B
SWRP 67A 0.65-0.72 0.30-0.60 SWRS 67A
SWRP 67B

60
0.60-0.90 SWRS 67B
72A | 070075 0.30-0.60 SWRS 72A
SWRP 72B -
SWRP75A | 0.73-0.78

0.60-0.90

0.30-0.60
0.60-0.90

SWRP 77B

80A | 0.78-0.83

SWRPS2A | 0.80-0.85

0.30-0.60 <0.025 <0.20 SWRS 77A
SWRP 87A 0.85-0.90
SWRP 87B -

0.60-0.90 SWRS 77B
SWRP 92A 0.90-0.95

0.30-0.60 SWRS 80A
SWRP 92B

a
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0.60-0.90 SWRS 80B

0.30-0.60 SWRS 82A
0.60-0.90 SWRS 82B

0.30-0.60 SWRS 87A
0.60-0.90 SWRS 87B

0.30-0.60 SWRS 92A

0.60-0.90 SWRS 92B

4. Physical Appearance and Dimensions

(1) The wire rod shall be free from harmful defects to use.
(2) The standard diameter of the wire rod shall conform to as shown in Table 2
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