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KES B-B003

1. Scope of Application
This standard specifies the high carbon steel wire rods used in manufacturing the oil-tempered steel
wire, the high carbon PC wire, the zinc-coated high carbon steel wire, the wire rope, etc.
(Hereinafter referred to as "wire rod")
However, the piano wire rods shall not be applied.

2. Kind and Symbol
The wire rod shall be classified into 21 kinds and its symbols shall conform to as shown in Table 1.
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0.29-0.36 0.30-0.60 High carbon | SWRH 32
SWRH37 |0.34-0.41 steel wire, | SWRH 37
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Oil-tempered | S 42A
0.60-0.90 wire, High 42B
0.30-0.60 carbon steel | SWRH 47A
0.60-0.90 | <0.040 |[<0.040 |PC wire, SWRH 47B
0.30-0.60 Zinc-coated | S S2A
0.60-0.90 wire SWRH 52B
0.30-0.60 SWRH 57A
0.60-0.90 57B
0.30-0.60 62A

0.60-0.90 | SWRH 62B
0.30-0.60 SWRH 67A
0.60-0.90 67B
0.30-0.90 T2A
0.60-0.90 | <0.030 |<0.030 | Wire rope SWRH 72B
WRH77A [0.74-0.81 0.30-0.60 T7TA
WRHE2A [0.79-0.86 0.30-0.60 SWRH 82A

3. Physical Appearance and Dimensions

(1) The wire rod shall be free from harmful defects to use. _
(2) The standard diameter of the wire rod shall conform to as shown in Table 2.,

) N ;‘

SWRH42A |0.39-0.64
SWRH47A [0.44-0.51
SWRHS2A 10.49-0.56
SWRHS2B

SWRHS57A 10.54-0.61
SWRH62A ]0.59-0.66 {0.15-0.35
SWRH67A }0.64-0.71

WRH72A 10.69-0.76
WRH72B
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