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1. Scope of Application
This standard specifies the aluminium chromium molybdenum steels used mainly for m
use (hereinafter referred to as "Steel™), which are manufactured by hot-working such as

KES B-B0O11

achine structural
hot-rolling, hot-

forging, etc. and further given by heat treatment and working such as ordinary forging, cutting, elc.

2. Kind and Symbol
The steel shall be classified into 1 kind and its symbol shall conform to Table 1.

Table 1
Kind symbol Old Kind symbol!
For Nitriding, or gas SACM 645 BS 905 M 39

flexiblizing parts use

SAICrMol

Remark: Since this steel is more expensive than the steel for general machine structural use, the

selection of the application parts shall be necessary.

3. Manufacturing Method
(1) The steel shall be manufactured with the kalled ingot.

(2) The steel shall be given by cold-rolling or forging and others equivalent 1o 45 or more of a forged

ratio. However, in case the steel is forged or rolled below 4S8 of a forged ratio, it shall be

performed according (o the agreements between KIA and manufacturer in advance.

4. Chemical Element

The chemical elements of the steel shall be indicated with the laddle analysis, and its value shall

conform to as shown in Table 2.

Table 2
w Chemical element

Si Mn
015-0.50 < (.60

Remark: The content of Ni and Cu as impurity shall not exceed 0.25% and 0.30% respe

SAICrMo1l

1/3

clively.
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