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1. Scope of Application
This standard specifies the stainless steel wire rods (hereinafter referred to as "wire rod"). However,
this standard shall riot apply to the stainless steel wire rods for welding material use.

2. Kind and Symbol
The kind and symbol of the wirc rod shall conform to as shown in Tible 1.

Table 1

Old material symbol
_ SUS 304 - WR

i Material symbol
l STS 304 - WR

STS 316 - WR

STS 420 J2- WR

STS 430]1 - WR SUS 430 - WR
STS 631 i - WR - SUS 63111 - WR

3. Manufacturing Methed

The wire rod shall be as hot-rolled. However, if necessary, descaling or hicat treatment and others shall
be applied.

4. Physical Appearance
The wire rod shall be free from ham fu! defects 1o use.

5. Depth of Flaw

The wire rod shall be given by the flaw detection test and then the permissible limit of depth of flaw
lognitude shall conform to Table 2.

6. Dimensions and its Tolerance
(1) The standard diameter of the wire rod shall conform to Table 3.
(2) The tolerance and difference of diameter of the wire rod shall conform to Table 4.

Table 2

Permissible limit of flaw depth (wire dia. Dmm)

D<95 95<DX 14 D> 14
0.15 inside from surface 0.20 inside from surface Conforming to the agreement with
manufacturer
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