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1. Scope of Application

KES B-C021

This standard specifies for hot rolled steel (hereinafter referred to as steel) for general souctural purposes.

2. Type and Symbol
The type and symbol of steel shall contorm to Table 1.

Table 1

SS 34 A steel plate, a steel strip, a flat steel and a bar steel

-

Remark]l.
2.

A steel plate, a steel strip, a flat steel, a bar steel and a shaped steel

Steel plate, steel strip, flat steel and shaped steel of which Thickness is 40mm

or less and bar steel of which dimeter or diagonal length is 40mm or less

Coil shall be included in a bar steel
When a steel plate, a steel strip, a flat steel and a bar steel are indicated, their symbols shall

be indicated as P) (a steel plate), S(a steel strip), F(a flat steel) and B(a bar steel) next to a

symbol

of the type.

Ex) Rolled steel for general structural purposes steel plate Type 1 "SS 34p”

3. Chemical Components
Chemical components of steel shall conform to Radle analysis, and the values shall conform to the

Table 2

Table 2

Chemical Compostion (%)
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S§ 41 0.05 or less 0.05 or less

S8 55 0.30 or less l 1.06 or less 0.040 or less
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Remark For a steel CF

may be added.

4. Mechanical Properties
A tension strength, yield point or proof stress, elongation and bending of a steel shall conform to an

¥ [

. Appearance, shape,

Auached Table. However, in case of bending, outside crack shall be prevented.

dimension, weight and allowance

KES B-C021

ate of type 4, an alloy element except elements on the above table, if necessary,

An appearance, shape, dimension, weight and allowance of a steel plate ;shall conform to :

KS D 3500C (A shape, dimension, weight and allowance of a hot rolled steel plate and a steel strip)
KS D 3501 (A shape, dimension, weight and allowance of a hot rolled bar steel and a coil bar steel)
KS D 3502 (A shape, dimension, weight and allowance of a hot rolled shape steel and a flat steel)
But in case of a length and cut edge of a steel plate and a steel strip, the allowance of a width shall con-

form to allowance A unless otherwise designated.

. Test

6.1 Analysis Test
(1) The method

to the rules of KS D 0001 ( general rules for the inspection of a steel)
of an analysis shall conform to the following standard

(2) The method

KS D 1652 (A fluorescent-X analvsis method of iron and steel)
KS D 1655 (An atomic absorption analysis method of iron and steel)
KS D 1659 (An atomic absorption analysis method of iron and steel)

of extracting materials for an analysis test and the general contents shall conform
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