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1. Scope of Application
This standard specifies stainless cast steel product (includes centrifugal cast steel pipe,
hereinafter referred to as "cast steel”).

2. Type and Symbol
Symbols for the types of cast steel shall conform to Table 1.

Table 1. Symbols and Types

Symbols| for the types Types of similar steel (Ref.)

SSC 2 ASTM (ACI) CA 40
SSC 12 ASTM (ACI) CF 20

3. Chemical Components
Chemical components of cast steel shall conform to ladle analysis and the values shall

conform to Table 2.

Table 2. Chemical Components

Chemical Components X%

- 0.16~0. 24 31,50 | £1.00 | £0.040 21.00 11.50~14.00
SSC 12 S0.20 $1.50 | S2.00 | £0.040 | S0.040 {8.00~11.00{18.00~21.00

4. Heat Treatment and Mechanical Properties
Heat treatment and mechanical properties shall conform to Table 3. However, any heat
treatment other than those specified in Table 3 shall be determined by the agreement
between Kia and the manufacturer. The values of proof stress regarding mechanical
properties shall be applied only when Kia specifies them.

!
r-

Documents


http://avadocuments2026.com/doc/kia-kes-b-c023-1989
http://avadocuments2026.com/doc/kia-kes-b-c023-1989

