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1. Scope of Application
This standard specifies the carbon steel castings (Including the centrifugal cast pipes hereinafter referred
to as "steel casting").

2. Kind and Symbol
The kind and symbol of the steel casting shall conform to Table 1.

Table 1

Syato
ni2 | sca
ni3 | scis

Kind 4 SC 40 For general structural use

Remark: The symbol -CF shall be suffixed to the kind symbol for the centrifugal cast pipes.
Example: SC42-CF

ﬁﬁ

3. Manufacturing Method
(1) The steel casting be uniformly heated in the furnace and heat-treated by annealing normalizing
or tempenng after normalizing. However, the heat treatment, if approved by KIA, may be omitted.
(2) ‘The steel casting may be repaired by welding or other proper methods, However, the repairing, if
considered to affect the quality of the steel casting, shall be agreed between KIA and the
manufacturer in advance. Also, after the repair by welding, the steel casting shall be properly heat-
treated, if necessary.

4. Quality
(1) Chemical Element
The chemical elements of the steel casting shall conform to Table 2 according to the ladle analysis.
However, the elements which are not specified in Table 2 shall conform to the agreements between
KIA and the manufacturer.
(2) Mechanical Properties
The mechanical properties of the steel casting shall conform to Table 3.
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