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1. Scope of Application
This standard specifies the heat resisting steel castings including centrifugal cast steel pipes, and
hereinafter referred to as “"steel casting”.

2. Kind and Symbol
The kind and symbol of the steel casting shall conform to Table 1.

Table 1. Kind and Symbol

Kind symbol Resemblant kind of steel casting (Reference)

SCH 1

SCH 2 ASTM HC, ACI HC

soRs__|_—— —
SCH 11 ASTM HD, ACI HD

SCH 12 ASTM HF, ACI HF

Remark: As for the centrifugal cast steel pipes, the symbol, -CF shall be suffixed to its kind symbol.
Example: SCHI-CF

3. Manufacturing Method

(1) Heat treatment
The SCHI to SCH3 shall be annealed according to Table 3 and the SCH 11 and SCH 12 shall be as
cast. | |

(2) Repair
The defects of the steel casting may be repaired by welding or other proper methods. Howeyver, the
repairing, if requested by KIA or considered to affect the quality, shall be agreed upon between KIA
and the manufacturer in advance. Also, the SCHI to SCH3 shall be given of the proper stress
removal heat treatment after repaired by welding, if necessary.

4. Chemical Element

The chemical elements of the steel casting shall be indicated with the ladle analysis and its value shall
conform to Table 2.
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