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KES B-H007

1. Scope of Application
This standard specifies foundry pig iron used in the volume melting of engines and other cast iron
wares.

2. Kind _ - _ |
The kind of pig iron is kind 1, Title 1 B, as defined in KS D 2103 (Foundry pig iron).

3. Quality
(1) Chemical element shall be as in Table 1

Table 1

Chemxcal element % -
Kind I

“ 3.40 or less 1.81-2.20{ 0.30-0.90 ]0.450 or less| 0.05 or less -

(2) Shape | . .
Standard pig iron of -any shape, will have a welght of 10-12kg each, and be of similar shape. It
shall also be grooved SO that it can be Spll[ into 4

4. Test Method _ o
(1) Sampling method of test piece ,
Test piece shall be vemcally drllled and penctrated at 11 S cenler area, after removing sand and other

matertals stuck to it's surface. Powder from the drilling will be mixed well and used as a sample.

Test piece that are dlfﬁcult lo dnll can be heat treated or crushed.
(2) Analyzing method o

‘The analyzmg method Shdll conform to the followmg spec:ﬁcauons

KS D 1801 (General rules for chemical analysis of iron and steel)
KS D 1802  (Determination of phosphorus in iron and steel)

KSD 1303 (Methods for determmatton of sulfur in 1ron and steel)
KS D 1804 ~ (Determination of carbon in iron and steel)

KS D 1805 (Determination of silicon in iron and steel)

KS D 1806 (Detemiantion of manganese in iron and steel)

J. Inspection,Method - _ .
~ The inspection shall conform to the provisions_ in KES R-_B702 (Import Inspection of pig iron).
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