Specification of Gasket
Material for Oil Strainer

Contents

1. Scope of Application

2. Types and Material Symbol

3. Test Piece and Pretreatment

4. Quality Standard

5. Testing Method

6. Quality Inspection

7. Inspection Report

8. Alteration of Specification

9. Quoted Standard

KES B-KO008
(EST.) 1992-05-20


http://avadocuments2026.com/doc/kia-kes-b-k008-1992
http://avadocuments2026.com/doc/kia-kes-b-k008-1992

1. Scope of Application
This standard specifies

KES B-K008

the quality standard of gasket materials applied to Improve sealing

quality of the oil strainer connecting part in an automobile engine.

2. Type and Material Symbol

The types and material

Table

symbols of oil strainer gasket shall conform to Table 1.

1. Types and Material Symbols of Gasket

Material Symhol Properties Remark
G-AC 21 For heat resistant oil ASK 4987

G-NC 21 For heat resistant oil ASK 4660
Soft metal type G-SS 21 Rubber coated steel sheet -

3. Test Piece and Pre—treatment
Conform to KES T-L281(Test standard of Gasket Material).

4. Quality Standard

For the quality standard of gasket for oil strainer, the result value evaluated according to
item 5 shall meet the specification of Table 2.

5. Testing Method

2.1 Thickness
Conform to item 7.1

0.2 Specific gravity
Conform to item 7.2

0.3 Tensile strength
Conformm to item 7.4

in KES T-L281(Test Standard of Gasket Material)

in KES T-L281(Test Standard of Gasket Material)

in KES T-L281(Test Standard of Gasket Material)
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Table 2. Quality Standard

Quality Standard

-]
(D
n
ct

-
R

Report 1.4 ~ 1.5 — 5.

hd
AREN

170 or more
400 or more |Illiiﬁlii|iiiilll
12+5 Report

B ~3B [ -

2 ~ 35

No collapse of a test piece

No cracks 3.7

!H

4 ~ 15

I
Gorwre | Sormre | -

5.0 +5.0

Documents


http://avadocuments2026.com/doc/kia-kes-b-k008-1992
http://avadocuments2026.com/doc/kia-kes-b-k008-1992

