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1. Scope of Application

This standard specifies the quality speciﬁcaﬁon and testing method of the putty sealer for automobiles.

2. Material Symbol and Kind
The material symbol and kind shall conform to Table 1.

Table 1

Material symbol Application Hardening condition
A-PS01 Sealing of sheet steel joint portion 140°C 30 minutes
A-PGO1 Weather strip and glass sealing Nomal temp. 72Hrs.

A-PBO1 Weather strip and body sealing Nommnal temp. 72Hrs
Weather strip and body sealing Normal temp. 72 Hrs.

3. Quality
3.1 General Condition
(1) Major element

Table 2

Viterl symo VC symbol
AP0 | Vil | e | Toniednne

A-PGO1 Alkyd synbthetic plastic TP 33N Non fixed type
+ sem1 dry polymer oil

A-PBO1 Neoprene series TP 41N Non fixed type

(2) Physical appearance

Adhesive shall have no partial layer separation, condensing,
matters.

(3) Workability

Adhesive shall be easy to work with, and should not flow.
(4) Storage stability

moisture, or mixing of foreign

Adhesive shall not separate or form into a gel during storage.
(5) Toxic character

Adhesive shall not contain any harmful ingredients as specified by law.

1/8


http://www.avadocuments.com/doc/kia-kes-b-l014a-1987
http://www.avadocuments.com/doc/kia-kes-b-l014a-1987

KES B-L014

3.2 Performance

For the performance of the adhesive, testing result according to 5 should meet the specification of
Table 3.

4. General Condition of Test
4.1 Standard Atmospheric Condition of Testing
The temperature and humidity of the laboratory shall conform to KS A 0006 (Standard atmospheric
condition of testing), in principle, which is standard temperature of 20 = 2°C and relative
humidity of 65+ 5%. However, if the tcstmg site 1S not maintained in the standard conditions,
record the temperature and humidity of that time.
4.2 Condition Adjustment of Sample

12 hours shall have passed after the manufacture of the sample. Keep one hour in the laboratory
condition.
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