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1. Scope of Application
This standard specifies the quality and the testing methods for cello tape used for testing the coating
film formation property, decorating tape, etc.

2. Symbol of Material
The material symbol of cello tape is defined as A-TE.

3. Quality
The cello tape shall have a good physical appearance and the adhesive shall not sticks. The evaluation
results shall be as in Table 1.

Table 1. Quality

- A-TEO1
Thickness mm Vemnier calipers 0.005 £0.01
-
.6

Item

Physical appearance Uniform, no swelling
Sticking Im/3-5 sec No sticking

Adhesive strength “ 330 £ 30
¢/10mm aging 65°C, 80% RH, 2Hrs 280 +30 4.7
atmospheric temp. 4Hrs |

Tensile strength kg/10mm Velocity 3.5-5.0
Elongation % 300 mm/min 10£1.0

4. Testing Method
4.1 Test Condition

(1) Standard state of test place: Shall conform to KS A 1107, prescnibing the test method of

adhesive tapes and sheets.
(2) Pretreatment condition: The test shall be performed after two hours or more of exposure under
the conditions prescribed in 4.1 (1). |
4.2 Collecting Method of Test Piece
Shall conform to KS A 1107, 4.2.2.
4.3 Rules for rounding off numerical values of Test Results
Shall conform to KS A 1107, 4.3.
4.4 Thickness and Width
Shall conform to KS A 1107, 5.
4.5 Physical Appearance
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