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KES B-L024

1. Scope of Application

This standard specifies the quality standards and the testing methods of the semi-dry type sealer used to
umprove the watertightness between the window glass and weather strip.

2. Composition

The main component of the semi-dry type sealer is ortificial rubber. It also has adequate amounts of
rosin filler, petroleum solvent, and oil.

3. Material Symbol
The material symbol of the semi-dry type sealer1s defined as A-SGO1.

4. Quality
4.1 General Requirement

The sealer shall not contain impurities or harmful components and 1t shall not inflame the skin. It

also shall be easily handable and shall not run after the operation is completed.
4.2 Detailed Requirement

The evaluation results shall come up with the standards given by Table 1.

S. Testing Method
5.1 Manufacture of Test Piece

(1) Glass or SBR rubber is used as the sering agent. But it may be changed by mutual consent.
(2) The sealer is cut into a piece with the appropnate dimensions for the test.

(3) In principle, the test piece is exposed to the atmospheric temperature for 7 days before it is
tested.

5.2 Physical Appearance

Shall conform to 4 of KS M 2095 (Iesting methods for sealant for automobiles).
5.3 Specific weight

Shall conform to 5 of KS M 2095.
5.4 Kinematic viscosity

Shall conform to 7 of KS M 2095.
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