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1. Scope of Application
This standard specifies the quality of two-sided adhesive tape used for the piller trim.

2. Material Symbol
The material symbol of the two-sided adhesive tape used for the piller trim is defined as A-BPO1.

3. Test Piece
The setting material specified in the drawing is used as the test piece. When it is not specified in the
drawing, it is determined by the consultation between the concemed parties and the material used as the
setting material ShALL be recorded in the evaluation results.

4. Quality
The two-sided adhesive tape used for the center piller shall have been treated with acrylic adhesive and
the releasing film is a rosin film type. The tape shall handle easily and releasing film shall be easily
removed. And the evaluation results shall be as in the following Table.

Table. Quality standard

Quality Testung
Number [tem Condition standard method
A-BPOI

e S A B
srengh kgl 61
-

4 Adhesive strength at low temperature -30°Cx 1 Hr 5.5 or more
I Sl
5 Low temperature aging adhesive strength | -30C x 24 Hrs 4.5 or more
I el il Sl

“ Water-resisting adhesive strength (kg/cm<) | 40°C x 120 Hrs
Weather-resisting W-O-M, 300 Hrs | 4.0 or morc

adhesive strength F-O-M, 300 Hrs 5.0 or more 6.5

(kg/cm?)

Thermal shock resisting adhesive strength | 5 cycle 3.5 or more
(kg/cm?)
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