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KES B-1.011

I(_) 1. Scope of Application
e This shall regulate about the wind sealer which is used as a sealer for waterprool of
weather strip circumstance of glasses for car.
Remark : But this standard shall be applied just when the wind sealer is used for
painting steel plate, weather stnp rubber and between glasses which are
produced by the method which Kia designates according to 4.3 clause.

2. Types and Syr_nbols of Material
Types and material symbols of the wind sealer shall follow Table 1.

Table 1 Types and symbols of mater:al

Types Symbols of material Remark

Type 2 5-832 Non-dry type

Remark : Meaning of symbols S-S 3 2

@ ‘ I_‘ Type 2 wind sealer
€ : Non-dry type

Sealant
Adhesive and filier

3. Quality
3.1 General
. . (1) Appearance ) ) _
Partially converged or dilute layers and mixes of foreign matenals like water shall
exist on the wind sealer.
(2) Workability
No problem shall happen when wind sealer is sprayed by the required flow gun,
after gap between weather strip and painting steel plate is filled, wind sealer shall
not flow.
{(3) Stability of storage
After wind sealer was put into a sealed vessel protected from direct sunlight for 3
months, no damages like separation, solid agglomerate shall happen.
(4) Toxicily
! Wind seuler shall nol contain dangerous materials designaled al =1 of laws and rules
‘ (Because dangerous conditions exist), it shall not happen any harmfulness (Stmulus,

eruplion) on the worker's skin when daily worlk.
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=] © Law and regulation shall be as follows
1} Special chemical material which are designated by “the law of inspection and
production of chemical materials (Laws for chemical materials)”
2) Noxious materials which are designated by “Law for noxious materials and
strong medicines”
3) Organic solvent of grade 1 which are designated by "Law for toxicity prevention
of organic materials”

(5) Influence against painting film .
Wind sealer shall not happen de-colour of painting film or black liquid (Sealer will
be melted by rain and pollute painting fifm.).

3.2 Performance
Performance of wind sealer shall be tested according to the test methods of 5, and
follow standards of table 2.

Table 2 Performance

Standards -
s Testing method &
Testing items :
5-932 item number
Pitch—-dark colour,
Appearance Homogeneous paste 5.1
Specific gravity 1.5 or less 5.2
Non-volatile materials 85% or more 5.3
Injectability 350+£25 5.4
Appearance No separation by gelling
Storage
o Change rate 55
stability of 30% or less
injectability
Change rate of volume 25% or less 56
Vertical onm or less
Fluidity 57
Horizontal 3mn or less
Swelling rate of rubber 20% or less 9.8
Heat-aging ! Surface Indispensible adhesive of 5.9
resistance adhesive sealer -
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