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1. Scope of Application

This standards regulates that clear coating for

Tust proof of mechanical parts in engine room (herein after referred to as he ER

clear coating).

KES B-Logg

engine room which is used by

The parts and painting sides of the following do not coating. If painting sides are

coated by ER clear coating, it should be excluded immediately.

Non-coating parts

Coating prevention method

02 Sencer

Masking (To apply in consideration)

inter cooler

Masking

battery

Do not spray

V and live belt

Do not spray
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EXH. insulator

Do not spray

2. Type and Symbols

Type and symbols of ER clear coating are followed as table 1.

-2 Table-1-Type-and- Symbiolg - cmmpmsusrom=.

Type

Material Symbols

Remark

Type 1

KEC - 600

Clear ceating like wax

Remark : Definition of symbols

KEC - 600

—
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3. Quality

- ER clear coating which is composed of wax, additive fluid for rust proof, solvent

KES B-L046

of oils should have a reasonable quality to prevent rust in engine and electronic

circuit and the same parts as pipes of several type besides meet with table 2.

Table 2
Itemns Specification Test method
External
tna Light yellow suspension 4.1
appearance
Specifi -
pecihe 078 * 0.02 42
gravity
Viscosity An t both Kia and prod 4
General (20C) agreernen a and producers 3
natures | gash point
(T) pomn 30 or more 44
Non-volatility
20 ;
w material or more 45
Sto .
‘s rage Separation of solvent : 10 or less 46
safety
oo s ot = A tomization = “-‘:Unify=atomjzation' b G A7 ==
. S rt tibili f 1
Applied | Workability upx.)o C(.)mpa ty of coating dry 48
coating thickness : 20:m or more
contact
Solidificati
0} 1CEHO | Within 1 hour 49
period
Coatin
durabilgity No defect an peeling of coating dent 410
Perf
e_ o.rmancels Free from any discoloration, swelling 411
painting stain
Coating | Corrosi
1:r051on Free from any rust 95 hour ¢r more 412
resistance
Nature for
rubber and There must not be any defects 413
plastics
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