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KES B-L064

1.Scope of Application
This standard specifies the tubes for tires of automobiles.()
Note (') : The tubes for tires of automobiles shall be tubes for KS B
0202 (Manufacturing dimensions of tires for agricultural equipment), KS D 4202
(Manufacturing dimensions of tires of automobiles), KS D 6401 (Manufacturing
dimensions of tires for industrial or construction vehicles), or tires corresponding to them.

Remark: In this standard, the units or numbers indicated in large brackets conform to SI and

indicated for a reference.

2. Types
Tubes are divided into the following types depends on the matenals.

(1) natural rubber or the ones corresponding to it
(2) buty! rubber or the ones corresponding to it

3. Quality

3.1 External appearance
The tubes should have uniform shape and thickness, and should not have any harmful defaults like

scratches, cracks, and air holes. There shall not be any defect.

3.2 Performance
Tubes shall be tested according to 6, and meet the provisions of the following table.

Table
Tests | Test of Tensil Strength Permanent Aging Test
Items _ _ ‘ | : (Decrease in
Tensile Elongtion Tensile Elongtion tensile strength
Stfe_ngﬂl Rate Strength Rite Before treatment)
Types kg/ci{MPa} 2o kg/ci{MPa} | 0 0f
mra— : "
Natural rubber 150{14.7} o) 85{8.3} 29 10
‘ ormore | ormore | ormore | orless | or less
Butyl rubber 85{8.3} 450 35{3.4} 39 -
Or Inore Or more Or more or less
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