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KES B-L069

1. Scope of Application
This standard specifies string material of vulcanized rubber matenals ( Hereinafter referred

to as extruded rubber ) which is used to prevent bursting.

2. Types
String materials of extruded rubber shall be classified according to the utilizing purpose.

(1) String matenal type
(a) Polyester Type ( Usually Tetron Type which is called Tetron )
(U Spun : 3 lines of string. 5 lines of string. 7 lines of string.
Double 5 lines of string
Maker : Samyang, Jeil Synthetic Fiber
@ Filament
(b) Aramid Type
@ Kevlar Type : 160F. S00F. 700Deui. 1000Deui. 1100Deui.
( Doog Polyester single or double )
(c) Polynomic Type
(2) The type of string matenal according to hose diameter

Division Type Plumb Remark
| Polyester Requiring keviar type applicable
@10 orless | Single 3 lines of 24 Plumb Qil resistance in high pressure
String | Using vinyion fately
Polyester | Using vinylon in Japan
Single S lines of | 24 Piumb Using 32 plumb in high pressure
@10 ~ @25 String Red, Heat 95 105
Double 3 lines of 32 Plumb
stnng
— JT —
Polyester Single :
Single or double 32 Plumb
@25 ~ @34 |5 lines of string Double : When bursting strength is high
| Single or double 24 Plumb Double 32 plumb
7 lines of string 32 Plumb
— i R L 3
| Polyester Applying keval type in high
@35 ormore | 7 lines of string or 32 Plumb  |pressure.
double

# Fiber of Polyester Type that it is spun, Nylon, Tetron had better apply goods

which done Heal-Treatment, Because of being occurred hydrolysis in wet

aging.
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