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KES B-i.070

. Scope of Application

This standard shall be applied to adhesive quality standard and external appearance of

strip, and adhesive quality of mold which is applied to bumper of autormnobiles

. Material Symbols

Quality material symbols of mold and strip are the'same with the following.
A -BB01 - M : Both - sided adhesion tape for Bumper Mold

A -BBl1 ~ S : Bumper strip

. Quality

External appearance of bumper mold should be fine, and there should not be loosing of
adhesion coming off. Peeling of liner paper, strip should not have discoloration of
color, external appearance alteration, and operateness should be excellent. quality

standard of materials should be suitable to quality standard of table 1

. General Conditions of Test

(1) standard condition of test
This test shall be oper_ated in a room which is temperature of 2057, relative
humidity of 60£10% - |
(2) How to take a specimen
A specimen shall be taken in packing of products as needed quantity to test from
lot is recognized that quality is identical.
(3) Pre - treatment of specimen
After cutting specimen in proper size to test, adhesive evaluated surface shall be

washed using methyl alcohol and it shall be used.
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[ {4) Types of specimen

Matting plate specimen which is used for test is taken relevant part and It shg] ‘\

be manufactured.
However, in case that gathering of specimen is impossible, matting plate shall be

decided with an agreement between the parties concerned and then record the used

materials of matting plate for test results.

Table 1. Quality standard

Full document details: KIA KES B-LO70 O

Bumper mold Bumper strip Test
lem Quality Test Quality Test  |method
standard conditions standard conditions
Thickness Report —=- The d.ra wing - 7-1
specification
Absorbability 5 or less RT 22 hr - -— 7-2
Tensile strength -— ——- 2.5 or more -
7-3
Elongation - -— 10 or more -
Liner paper receivability | 1.0 or more - 1.0 or more —— 7-4
e Primary adhesion 3Ske/an | B agmin | 08B | ooy | g
Or more Or more
State adhesion AOkg/cn | pp ogpy Lake/Bm | progy e | 76
or more or more .
Preservation 0.5 or less | lkg 60 min -— —n- 77
Softening 80 or more 500gr - ~——— 7-8
Changing
rate in +1.0%
) dimension .
Preservation -— ——— No rolling 80C24hr 7-9
External No liner
appearance paper
peeling
Adhesion 5.0kg/ct 1.4dke/25mn
or _more or more
External o Gray scale 4
Heat appearance 80T240hr |degree or more| 80C168hr. | 7-10
resistance changing
) rate in S 05
Ta I dimension
Cold Adhesion | AU ) ghrgg e | 128 | o e el 2
resistance or more or more
fore
‘\-.:-
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Table 1 Quality standard (continued)

KES B-1.070

Bumper mold Bumper striper Test
ltem Quality Test Quality Test method
standard conditions standard conditions
Adhesion 4. 0ke/co 90T8hr— 1.4kg/25anor 80C72hr—
Heat impact or_more RT16hr— more 40°C98%RH24
resistance External L -40C8hr— Gray scale 4 hr—-30T 7-12
a0 nee ?’I(;lﬁl;.r—' degree or more 24 hr
changing rate _— ycle
in dimension % *0.5 2 Cycle
. 4.0kg/cd 1.4kg/250n
Weather Adhesion or more W-0-M or more W-0-M
resistance External — 400hr Gray scale 4 400hr 7-13
appearance - degree or more
. 3.5ke/cd 1.4ke/25am
Moisture Adhesion or more 5001T100% or more 40°C 98%
resistance External ) 120hr Gray scale 4 168hr 7-14
appearance - degree or more
. 5.0ke/cxt 1.2ke/25n0
Salt water Adhesion or_more 5% NaCl or_more NaCl 15%, { 7-15
resistance External _ 72 hr Gray scale 4 CaCl 25%
appearance - degree or more Tehr
. 25kg/cd 10 sec 10sec 7-16
Light oil Adhesion or_more ) - .
resistance External L Submerging dG,-ay scale 4 |submerging
appegrance egree Or more
Gasoli Adhesion e | 200 4Y —- 20see &y
asolne Oor_more 10 cycle 10 Cycle 7-17
resistance External . Gray scale 4
arpearance degree or more
. 50kg/= .
Acid Adhesion or krf;{/:re 0.IN e 59% RSTulpunc '
; : : aci -
Tesistance External _ .su.lphui'l:c acid Gray scale 4 24hr spot 7-18
appearance r degree or more
. 4.0kg/cd )

Alkali Adhesion or more 0.IN NaOH —=- 5% NaOH RT
Tesistance External T2 hr Gray scale 4 24hr Spot 7-19
appearance T degree or more :

Neutral n : o,
cleansing Adhesion 5.0kg/cof 124 cleansing 14kg/25mm 1% nat.ure 7-20
resistance or more 72 hr or more cleansing
. 25ke/ct ——
Gaud wax Adhesion or more 0
resistance External Gray scale 4 7-21
appearance T degree or more
awer Adhesion 5.0ke/cd RT 72 hr 1.4ke/25a RT 72 hr | 7-22
Or more OT _Mmore
Wear External _— _— Gray scale 4 200gr 7-23
resistance appearance degree or more Dm
Tightness -— -— 100/100 2rnSquare 7-23
Impact resistance - - dg:lt-?ge S(;:ra];:re 50gr S0cm 7-24
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