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KES B-L071

1. Scope of Application

—

b

This standard specifies quality standard of wrap guard film which is used for paint

protective of automobiles and quality evaluation method.

2. Material Symbols

Material symbols of wrap guard shall be A - TWO01
A - TWOol '

1 Type : for domestic automobiles
W Wrap guard film
T : Surface tape
A * Adhesive

3. Quality

Quality of wrap guard should be products which has no harmful effects on a person
(43 and workability of it should be fine.

Also, evaluated results value according to a section 4 shall be appropriate to table 1

4, Test Method

41 Specimen manufacture

(1) Matting paint steel plate used to specimen makes it s rule to be used according
to color type of automobiles but, in case that quantity of specimen is a lot, it
may be adjusted with representative color under an agreement between the
parties concermned.

On this occasion, color of paint applied to test results shall be recorded.

(2) Manufacture of adhesion specimen conform to a section 8.4 of KES B-L015{Label

for automobiles and decoration tape).(Here in after referred to KES B-L015)

(3) Specimen used to external appearance evaluation conform to KES
T-M101(Condition test of paint)
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4.2 Preservability
Conform to KES B-1.015 8. 2. 2

)

4.3 Primary adhesion
Conform to KES B-L015 8. 4. 4

4.4 State adhesion
Conform to KES B-1.015 8. 4. 4

45 Light ray permeation rate
Ultraviolet rays permeation rate of 365or are a shall be measured using a spectrum
photometers

46 Heat - ageing
Conform to KES B-1015 8. 5
However, apparent conditions evaluation of paint shall be evaluated after finishing
test and removing wrap guard.
Also changing rate in dimension conform to a section 4. 2
in test changing, it shall be 168Hrs for domestic autornobiles and 336Hrs for export
automobiles, .

6 €

Table 1. Characteristics of wrap guard film

Test Quality standard Test
Evaluation items ’ e ] A-TWOL | A-TWII method
condition \for.‘!domestic for export
automobiles | auitomobiles
Changing |2 laterdl +05 +05
rate in deim- line
Preservability a 80C24Hrs 4-2
ension vertical 05 +05
line
Primary adhesion : Kg/25mn RT 30 min 0.2~10 02-10 4-3
State adhesion : Kg/25mm RT 65%Rh 02~10 02~10 4-4
48Hrs
Light ray permeation rate Report Report 4-5
) L
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