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1. Scope of Application
This standard specifies the quality specifications and testing method of White Gasoline used for

cleaning during automobile assembly and other processes.

2. Material Symbol
Material symbol of White Gasoline shall be O-KIOL

3. Test Method

3.1 Quality
The quality of White Gasoline shall be tested according to Item 5 and the result shall satisfy
Table 2.
Tabel 2. Required Quality and Appearanc
| Required Quality and Shape
[tem Conditions — Test Method
' | O - KI01
Specfic Gravity 15/47C 0.734%0.01 3.3 (1)
Aniline Point T 505 32 (2)
' [nitial ! |
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TBoi'l'ing point 901 2 |
| 0
Quality and | 10 _A | o 1005
Appearance of 50 9 110+5 3.3 (3)
Distilled Ol ——— ~ —
90 % 13010
! - - |
EP | 15010
— S - |. ..T S —p
Doctor Test NEG | 3.3 (4)
Reaction Quality Neutral 3.3 (4)
- — - - g 4 — - )
Copper plate corrosion | 50T, 3 hr 1 or less 3.3 (5)
Benzene | 6.0 or less
+ . i — | e et
Component | Toluene 5-10
Composition — 3.3 (6)
Wt % Xylene | 15 or less
n-Hexane ' 6 or less
Vapor Pressure 0.5 or less 3.3 (7)
Effect of Paint Film Satisfactory 3.3 (8)
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