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KES B-M0O07

. Scope of Application
This standard specifies the testing method using visual inspections of physical appearance of petroleum
products, checking for indications of the substances mixed with the oil.

. Summary of the Testing Method

Each sample is collected from the bottom of a drum or a 5-gallon barrel. Each sample is then checked
qualitatively (by visual inspection) for indications of the presence of water, rust and other insoluble
substances mixed with the oil.

. Testing Apparatus
(1) Siphon
A clean siphon type sampling apparatus is used (see Fig. 1).
(2) Sample containing vessel
A clean, dned, colorless and bubble-free vessel (having a capacity of 1-2 liters) is used.

. Testing Procedure

(1) A crosstie (1) is placed under the drum or the barrel.

Note(1) The dimensions of the recommended cross tie one: 70 x 70mm - 100 x 100 x 100mm for
the drum and 30 x 30mm - 50 x 50mm for the five gallon barrel.

(2) It is left alone for 24 hours or more to allow water rust and other insoluble substances to
precipitate. _

(3) The lid of the drum is opened after cleaning the upper plate of the drum with a clean duster.

(4) A clean specified siphon is put into the oil and the pump is operated when the tip of the glass tube
reaches the bottom of the drum move the tip of the glass tube appropriately during sampling and
pump about 1 liter of oil into the vessel.

(3) Check qualitatively (by visual inspection) for indications of the presence of water, rust and other
insoluble substances mixed with the oil.
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