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1. Scope of Application
This standard specifies the quality control standards of kerosene.

2. Quality
- Kerosene 1s mainly used as a fuel for heating or as a detergent. The evaluation results conforming to the
specifications indicated in. 3 shall satisfy the limits of the following Table.

Kind (material Specifications
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Testing method
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40 or more

Reaction characteristics

Flash point (°C)

95% distillation temperature (°C)
Sulfur content (%)

Smoke point (°C)

Corrosion of copper plate (50°C 3Hrs)
Color (saybolt)
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0.015 orless
23 or more
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3. Testing Method
(1) Sampling methods
Shall conform to KS M 2001 (Method of sampling crude oil and petroleum products).
(2) Reaction characteristics
Shall conform to KS M 2012 (Testing methods for reaction of petroleum products).
(3) Flash point
Shall conform to KS M 2010 (Testing methods for flash points of crude oil and petroleum
products).
(4) Distillation characteristics
Shall conform to KS M 2031 (Testing methods for distillation of petroleum products).
(5) Sulfur content
Shall conform to KS M 2027 (Testing methods for sulfur in crude oil and petroleum products).
(6) Smoke point
Shall conform to KS M 2028 (Testing methods for smoke point of pretroleum products). |

(7) Corrosion of copper plate
Shall conform to KS M 2018 (Testing method copper corrosion of petroleum products).
(8) Color
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