Test Method of P-P Soft Bumper for
Materials

Contents

1; Purpose
2. Scope of Application

3. Material Standard for Soft P-P
Bumper © - |

4. Testing Mcthbds for General

Physical Properties of Soft P-P
Bumper

KES

KES B-NO0O02

(EST.) 1987 - 07 - 28


http://avadocuments2026.com/doc/kia-kes-b-n002-1987
http://avadocuments2026.com/doc/kia-kes-b-n002-1987

KES B-N002

1. Purpose

' This standard specifies the material for the soft P-P bumper and the testing method of its general
physical properties P-P bumper.

2. Scope of Application
This standard shall apply to the automobiles for which soft P-P bumper is used.

3. Material Standard for Soft P-P Bumper
(1) Material: Thermoplastic ELASTOMA
(2) Indication method: (Material symbol) P-TEZ
In specification, the format of 1. Material may be used and the following Z shall be added.
Z: To conform to the material standard for soft P-P bumper.
(3) Physical properties required for the material

Table 1
-
Specific gravity 1.0-04
Flexibility modulus 3500 500
F value (-30 C/80 C) (FM) 10 or less Temperature dependency
' of modulus of flexural
elasticity
Tensile strength 110 or more
Elongation 200 or more
50% modulus - 80 ormore
Teanng strength 70 or more
Stiffness 45 - 55 Shore D
Heat sag 15 orless
Degrading temperature -40 or less
Melt flow rate (MFR) 15 or more g/10 minutes
Mold contration rate 12/1000 - 15/1000
Weatherability Decoloration grade4 | Sunshine weathermeter
| or higher
Thermal aging resistance " To perform when the grade is
change
[ZOD Impact strength 23 C NB
' 0 C NB
-30 CNB

-40 C 18 or more
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