HES

I.:r ) (PP Inst., Non-Pad Type)
Material Specs for Non—Pad  KES B-NO11
PP Inst.Panel (EST) 1833 - 11 - 20
Contents

1. Scope of Application
2. Purpose

3. PP Insl. Panel

Documents

Document Sharing Hub

Full document details: KIA KES B-N011 0



http://www.avadocuments.com/doc/kia-kes-b-n011-0
http://www.avadocuments.com/doc/kia-kes-b-n011-0

KES B-NOI1

—

ff’ Y 1. Scope of Application

This standard specifies in automobile type which is applied Non-Pad Type PP Inso

Panel.

2. Purpose

It shall be specified in test for general properties _of matter and material standard of
Inst. Panel {(Non-Pad Type) which is manufactured pp materials.

3. Material Standard of PP Inst. Panel

(1) Properties of matter for material requirement

Item Unit Required dimension Remark
MFR Orni
(Mold Flow Rate) g/l 151
Specific gravity - 106
Hardness Rockwell ‘R’ 781
Tensile Yield 2501
L) ke/ca @
é_, strength Fracture 81
Elongation Yield o Report
rate Fracture e Report
Bending strength 4701
; - kg/cd
Bending elasticity rate 30,0001
HDT. _ T 135T 1
Izod Normal temp. 251
impact -10TC kg - co/cm 51
strength -30T Report
Heat sag i) Report
Flatness Load N Report
impact . Energy ] Report
test Displacement - Report
amount
&)
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