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1. Scope of Application

This standard specifies the crush pads (hereinafter refered to as the "pad”) of the interior fumishing
materals of automobiles.

2. Materials

2.1 Each pad shall be composed of the following material as indicated in Items (1) and (2) :
(1) Surface cover material of the semi-rigid vinyl group plus foam injected urethane.
(2) Surface cover material of the flexible vinyl group plus foamed urethane.

2.2 As for the pads that are composed of material other than (1) and (2), additions shall be made as
needed.

2.3 The surface cover material is usually decorated with a parttern. However, the type of pattern and
color shall conform to agreements between the paties concemed.

3. Type
The type of the pads shall conform to the combinations of surface cover material and formed urethane.
Affixing classification codes shall be as follows:

C - A 1

'——-y Represents the number

Represents the surface cover materials and urethane
Represents the pads

4. Indication Methods

The indication methods of pads shall be made in the column of material quality (drawings, fundamental
number table, remodel notifications, etc.) conforming to Table 1.

5. Physical Appearance

(1) The pads shall be inspected according to 5(2) physical appearance inspection rules of KES B-P001
(Vinyl leather).

(2) Conceming the pattemns and colors especially requested in drawings the parties concemned shall
make agreements conforming to the manufactured samples.
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Table 1

Texture Surface covering materials Formed layers
classification Remarks

P- Al Vinyl chrolide sheet or more 0.4 Foam-injected
(Anti-rigid vinyl group) - urethane -
P-Bl Vinyl chrolide sheet ' or more 0.4 Foamed

(Flexible vinyl group)

6. Test Items
(1) Tensile strength and elongation percentage test  (10) Pollution test

(2) Tearing strength test (11) Weather resistance test

(3) Heat shrinkage test (12) Cold resistance test

(4) Heat wear test (13) Thickness measurements of surface
(5) Heat loss in weight test cover materials

(6) Cleanability test (14) Non-flammable property test

(7) Dry friction color fading test (15) Heat resistance test

(8) Friction wear resistance test (16) Heat impact test

(9) Adherence property test

7. Specifications ,
(1) The pads shall be tested according to the test methods of para. 9 and the results thereof shall
satisfy the specifications of Table 2.

(2) Any results that are not specified in Table 2 shall tentatively be described according to the
measurements.

(3) The general quality of pads shall conform to the indications of the drawing.
(4) Alterations of specifications is necessary due to improvements of quality and usage of pads.

8. Common Conditions of Testing
(1) Standard conditions of testings

Shall conform to 8.1 of KES B-P0O1.
(2) Utilization methods of test pieces
Shall conform to 8.2 of KES B-P001.

9. Test Methods
9.1 Tests of Surface Cover Material
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