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KES B-P004

1. Scope of Application
This standard specifies the ABS Blend antirigid chloride P-VC sheet (hereinafter referred to as "Sheet")
which is utilized as a surface cover material of automobile crash pads in maintaining and improving
rigidity of the pads.

2. Quality
The sheet shall be tested according to (6), and shall satisfy the specifications of Table 1. However,
additions or omissions of the test items shall be separately specified depending on the classifications of
sheet usage and quality requirements. In the case of adding items that have no specified standards,
tentative values may be requested.

3. Marking Methods
3.1 Marking of Material Quality
Material quality shall be marked in the column of material quality (drawings illustrations, cardinal
number tables, remodedling notifications etc.) according to KES B-P0O01 (Vinyl leather).
Example of marking :

L - V 50 - 085

[ L__ Represents thickness of circular sheet (0.85mm)
Represents classification number

Represents vinyl sheet of zero foam

Represents vinyl leather

3.2 Marking of Quality
The marking conform to KES B-P002 (Crush pads) shall be indicated in the specifications column.

4. Suppliers' Obligations

4.1 Preservation of Reports of Test Results and Materials
The suppliers and the manufacturers of sheets shall preserve the reports of test results and the
materials used in the test in order to immediately submit them to this company (planning sections,
material research sections, quality control sections etc.) whenever such requests are made.

4.2 Procedure for Additions and Alterations
In eases of supplying new sheets and different quality standards, samples size and quantities shall
be indicated separately test results raw materials, data for composition and the manufacturing

process or reasons for alterations shall in advance be submitted to the planning sections of this
company, and subsequent approval shall be obtained for each.
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