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KES B-S003

1. Scope of Application
This standard specifies the ferro-manganese used for cast iron cashing.

2. Kind
The kind shall be accordance with FMnHz= that is No.2, specified in KS D 3712 (Ferro-manganese).

'

. Quality
(1) The chemical composition is as indicated in Table 1.

Table 1

Chemical Composition (%)
Type Symbol
e Je [ [e [s

High carbonate
FMnH2 73-78 7.3 or less 1.2 orless | 0.04 orless | 0.02 or less

ferro-managanese
(2) The grain size is indicated in Table 2.

No. 2

Tabl_e 2

40-1%

(3) Other types of ferro-manganese shall be uniform in quality and free of harmful components
In usage

4. Test Methods
(1) Test methods for chemical composition shall conform to with followin g.

KS D 1816 (General rules for ferro-alloy analysis methods)

KS D 1901 (Analysis methods for silicon in ferro-manganese)

KS D 1902 (Analysis methods for iodine in ferro-manganese)

KS D 1903 (Analysis methods for manganese in ferro-manganese)
KS D 1906 (Analysis methods for sulfur in ferro-manganese)

KS D 1907 (Analysis methods for carbon in ferro-manganese)

(2) The grain size inspection shall conform to KS A 5101 (Standard materials).
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