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KES B-5019

1. Scope of Application

This standard specifies the deoxidizer used for the deoxidizing treatment (removing slag) of molten
aluminium.

2. Quality
The deoxidizer prevents oxidization by the film effect on the melt and shall have a good deoxidizing
effect, and shall conform to the quality in Table 1.

Table 1

Particle size (Mesh) 30 or less

Density 1.1 +0.1
15+0.1

3. Test Method
3.1 Particle Size Measuring Method
Shall conform to the sieve as specified in KS A 5101 (Test sieves).
3.2 Apparent Density Measuring Method
(1) Test apparatus
A scaled cylinder which can be measure to 100cc and a balance of 500¢g or more of ()
which can measure up to 1/10g.
(2) Test method
(a) UBD method (Untempered Bulk Density)
Without vibrations to the cylinder, fill silently with the sample to 100cc, then measuring the
weight of the sample, and calculate the apparent density.
(b) TBD method (Tempered Bulk Density)
Give vibrations to the sample by the UBD method until it does not lessen, and then obtain
the apparent density by reading the volume.
3.3 Moisture Measuring Method

Shall conform to KS M 0010 (Testing methods for water content of chemical products).
3.4 Color

Shall be red, according to the appearance inspection.

Remark

Sieve remnant 5% or less

1/2


http://avadocuments2026.com/doc/kia-kes-b-s019a-1986
http://avadocuments2026.com/doc/kia-kes-b-s019a-1986

