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1. Application range

This standard is for anti-rust wax to be painted in engine room of completed assembled car

2. Definition
Followings show the definition of each word.
2.1. In the engine room : The space to be located engine for completed assembled and it is
covered with bonnet.
2.2 Engine room wax : Anti rust wax for naked metal to prevent scratch, damage and rust not

purpose to decorate.

3. Application Area and Amount of Painting.
Application area is showed by below picture roughly and the amount of painting is 10 ~ 15.m
(Wet Film Thickness 44 ~66) as standard of dry film thickness

But, It is changeable the painting area and painting amount according to exportation area and
vehicles

Rough Drawing for Application Area Applied Part and Excluded Part

» Applied Part

Cylinder Head Cover, Block, battery Terminal,
Clamp, Clip, Bonnet Lock, Brackets, Bolts, Nuts
Intake manifold, Brake Master Cylinder, etc.

» Excluded Part

Block Main Fuse, Air Con., Compressor, O2 Sensor,
Battery, Belt, Exhaust Heat Insulator, Air Flow
Sensor, Throttle Lever

4. Quality
4.1. Basic Condition.
(1) Appearance : No foreign material and water in wax and no precipitation.
(2) Workability : Possible to be sprayed by airless spray gun.
(3) Storage : It shall be not gel, softening, hardening and foaming even it has been keeping
closed box for 3 months.
(4) Poison : |t shall not contain regal poison and no skin stimulus when working.

(5) Color : No color difference by eyes between procuring products and approved initial
sample
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