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KES C-A018

1. Scope of Application
This standard specifies general allowance for punching, bending, fastening size and bending angles of
press worked goods.
Remark: General dimensional tolerances shall be used not to individual indication but to indication in a
lump of accuracy of the dimensions written in specifications, drawing and the like when the
functions of the dimensions need not particular accuracy.
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. Grade
General dimensional tolerances shall be three grades of fine, normal, and coarse.

3. General Tolerance
General dimensional tolerances for punching bending and fastening size, those tor bending angle and

those for bending radius shall be in accordance with Table 1, 2 and 3 respecuively.

Table 1. General Dimensional Tolerances for Punching, Bending and Fastening

Unit: mm
|
Grade Fine Normal Coarse
IT . ’
Division tolerance Grade A Grzde B Grade C Grade D l Grade E
of dimension (Grade 12) | (Grade 13) (Grade 14) | (Grade 15) | (Grade 16)
I
30 and below l = 0.1 ! =0.15 l = (0.25 | = 4 ! = 0.6
A0 ~ 120 ‘ = 0.15 l = 0.25 l = 0.45 ! = 0.7 l = 1.1
120 ~ 315 = 0.2 £ 0.4 - 0.6 I - ] - 1.6
1
50 ~ 1,000 = 0.3 = 0.7 = 1.1 I = 1.8 = 2.8
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