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KES C-C006

1. Scope of Application
This shall regulate a USA pipe thread mainly used for a diesel engine. ( Hereinafter this
shall be a pipe thread. )

2. Type
The type and application standard of a pipe thread shall be shown in table 1.

Table 1

Taper male thread

SAE J 476

SAE HAND BOOK(1966)

Taper female thread

Taper male thread

PTF (SAE SHORT) SAE J 476

SAE HAND BOOK(1966)
Taper female thread

e — . _F

NPSI SAE J 476

SAE HAND BOOK(1966) | Parallel female thread

Remark 1 The thread symbol ( Pipe thread type ) shall be as follows.
NPTF : American Standard Taper Pipe Thread
P TF :SAE Short External (Internal) Taper Pipe Thread
NPS! : American Standard Intermedite Internal Straight Pipe Thread

3. Standard Thread Type, Standard Dimension and Allowance

Standard thread type, standard dimension and dimension allowance of a pipe thread
shall be as follows.

(1) NPTF thread ———----ommmmeess s Additional table 1

(2) PTF female thread (SAE-SHORT) - Additional table 2

(3) PTF male thread(SAE SHORT) === Additional table 3

(4) NPSI thread (female thread) === Additional table 4
4. Thread Combination

The combination of a pipe male thread and female thread is shown in table 2.
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KES C-C006

Table 2
Male thread Taper thread
Female thread NPTF
Taper NPTF oY 0
PTF T '(c;(‘) R R -
Para_I-IeI “ NPSI o 012 B L@(n

Note (') The indication of © shall be the combination of thread used generally.
(*) The indication of O shall be the combination of thread used exceptionally.

Remark The USA pipe thread stipulated in this is designed to keep air-tightness of a
thread section without lubricant or sealing material. However, lubricant shall be

used to prevent scratching when combining a thread.
For NPTF is the combination of a taper male thread and female thread with a

perfect insertion length, excellent strength and air-tightness shall be guaranteed.
NPSI shall be a parallel thread to combine a taper male thread and have a thick
cross section with a hard material. This shall be used when a thread is

combined and its entrance is expanded.

5. Thread Indication Method
The USA pipe thread shall be indicated in the procedure of a thread name ({ Name

diameter of pipe — thread number ), its type.
Example : 1/8 ~ 27 NPTF

Additional Rule
This shall be enacted from Jun. 16, 1990.
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