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1. Scope of Application
- This standard specifies the main dimensions of Cylindrical shaft ends (hereinafter referred to as shaft
ends) of general use, of which the insertion fitting part is of cylindrical shape with the diameter of 6 mm

to 630 mm.
2. Kind
The shaft end shall be either short shaft end or long shaft end.

3. Dimensions
The dimensions of the shaft ends shall be according to the table below:

Table
Shaft end Shaft end Example of shaft end using
~without with an inserting key
fillet fillet (Endmill (Home milling
' processed) processed)

Nominal dimensionof key: b x h
Effective length of insertion fitting

e
==Ta
—

Ensertion Key. if used } Diamete
Shaft End | of

Short Long ' ' Dimension
shaft Shaft

- ol I

4x 4

1/6


http://avadocuments2026.com/doc/kia-kes-c-d003a-1979
http://avadocuments2026.com/doc/kia-kes-c-d003a-1979

KES C-D003

Allowance (
Chamfer- i |
| Diameter.d

i of fillet
End

0.5 4 251 - 20 4x 4
(i6) 0.5 5 301 - 23 5x §
0.5 5 30] 25 26 5x 5

(46)

(6)

(6)
(ké)
| 50 70 10x 8 35
(k6) 50 70 10x 8 38
70 90 12x 8 40
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