Welding Quality of Weld Bolts
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1. Scope of Application |
This standard specifies the welding quality of weld bolt and weld-pin for automobiles (hereinafier
referred to as the "bolt").

This bolt shall be used when its head on the side of bearing surface is projection-welded. When its head
on the side of top face is welded, this bolt shall not be used.

2. Purpose :
This standard aims at Standardizing the welding quality of bolt to secure proper quality of weld bolt.

3. Kind of Steel Plates ;
The kind of steel plates on which the bolt is welded shall conform to Table 1.

? Table 1

"Kind of Stecl Plates Pertinent Material Symbol
Coldrolledsteelplaie |~ SeCLew.

Hot-rolled steel plate m
Rolled steel plate for welding structure SMS5O0B, etc.

Hot-rolled steel plate for automobile and structure

Cold-rolled high tension steel plate m

Remark: The above steel plates on which the surface treatment such as zinc plating has been
performed are also applied.

4. Kind of Bolts !
The bolt has two kinds indicated in Table 2.

Welding
Projection
Class 1

Cone point -
all around

Table 2

Sketch of Configuration

Bolt *
Weld-pin
1 99790

* This shall include the bolt which has been setting up as an exclusive part.

Class 2
Hemisphere -
3 spots
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