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- 1. Scope of Application

This standard specifies brazing quality between tube fitting eyes and tube concemed

2. Purpose

This standard aim at that a proper brazing quality tube fitting eye is be.

3. Definition

(1) Brazing
Connecting method by use of brazing filler (Hard brazing) which keeps a solid
solution point of 4'50'C or more without dissolving materials

(2} Furnace brazing
Brazing by heating metals(Melting cast iron) in the furnace.

(3) Gas brazing
Brazing by heating metals melting cast iron flame of gas.

( e {4) Induction brazing.
Brazing by use heat taken from inductive current
Remark! Definition of technical terminology confon'nlto KS B 0106 (Welding
terminology)

4. Type of Specification.
Specification of varlous types specifies strength of brazing between tube fitting eyes
and tube.
Number of specification is 0001, 0002, and 0003.

5. Indication Specification on Drawing Sheet.

The following specification shall be indicated on drawing sheet.
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(1) Specification number of brazing strength.
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Indication of specification number on drawing sheet conform to regulation of 8 -

(2) A fluid to be used.

6. Brazing Methods
Tube fitting eyes and tube shall be connected. brazing point conform to figure 1.

Brazing methods that tube fitting eyes is connected to tube conform to table 1.

Brazing around tube

Tube ﬁtﬁng eyes

@ Figure 1 {t
Table 1
Type of tube fitting eyes 'Brazing method
99364 Furnace Brazing
99365 . ) : _ Gas, induct Brazing.

Minor. major diameter of brazing should satify specification given in table 2.
When supplier takes tube fitting eyes and junction of brazing methods which are
different with table 1. Supplier should submit an application for technical changing to

receive an prior approval.
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