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1. Scope of Application

L ‘-—J.'-

NG This standard specifies Vehicle parts that use material marking of weight of Sg or

more (However, parts shall make an excepton in case that function is interrupted by
small size parts which material making is impossible and material making)

2. Purpose
This standard make it easy to separate and collect according material types of
polymer parts. When abandos of parts or scrapped car-treatment is exécuted after
indicating material of polymer paris on the parts clearly. In aims at that the rate of
recycling in scrapped cars is increased

3. Marking System of Material
3.1 Marking system
Marking system of materials is based on VDA 260 (Vehicle-marking of polymer
parts) which is recommended by german automobile industry association VDA
(Verband der automobile industrie e.v ) and symbols of material shall mark between
marking of“ > < ” and the detailed example is the as the follows.
(‘!‘ ex) Material added 30% of glass fiber as reinforcing material in polyamide 66 -
> PA 66 -GF 30< “
a b o d
a) Basic mateﬁal?ymbol (Reference to -table 1, table 3)
b) Transformation as material be derived from basic material
(PA :6,11,12,46,66 and so on) '
c) Symbol of filling and reinforcing material (Reference to table 2)
d) Contented rate of filling and reinforcing material (%)
ex) In case of complexed material which material of 2types or more is mixed
It is indicated as '+’ ‘
- > PC + PBTK
~ Radiator hose
>EPDM+NBR <
Exterior layer interior layer
ex) In case of combined part which parts of 2 types or more is jointed.

- Comb. lamp
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. - Cover » PMMA<K .
“w’ - Housing > ABS< "
3.1.2 Size and shape of indication
Width of indjcation symbols shall be 3um or more and thickness of letter shal] be
0.5mm or more shape of letter shall be gothic. size and thickness of letter and
number for material marking symbol should be indicated by a designer

specification drawing.

> ABS L Jn o mor

Thickness of letter : 0.5on

ex)

3.1.3 Material symbol
Material symbol is the same as tablel. Another material symbols conform to VDA
260 and SAE J 1344 )
@ 3.2 Making system of material for plastc vessel parts. _ @,
3.2.1. Marking system. | ‘ ‘
Size and thickness of letters numbers and arrows should be indicated by a
designer specification drawing marking system of material in vessels that are fuel
tank, washer tank of windshield. Radiator tank and battery case shall use with
SPI (Souety of the plastic industry) form and marking system of V'DA..
Marking system is identical with the following.

=Marking systemn of SPI form

=Marking system of VDA 260 form
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