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1. Scope of Application

These standard specities distributors tor the automobile and industril machinery.

2. Purpose

This standard aims at securing proper quality by standardizing specilications.

3. Relations with Specification
This standard describes the test method and evaluation standard employed as a standard. In case of
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requiring other methed!, e shall e indicaed in this the speciSeation.

4. Environment Condition of Test Place and Test VYoltage
Unless otherwise specified the tests shall be pertormed at normal temperature, normal humidity and
ratcd vollage.
Rated voltage: 12V
The normal temperature and normal humidity shall be 20 + 15¢C and 65 + 20% <CRespectively

speciiied in KS A (0006 {Standard atmospheric conditions for testings)

S. Test Item, Methods and Evaluation Standard

The test item, method and evaluation standard shall be as indicated in the attached table 1

6. Revision Procedure
The revision of this standard shall be decided Dy Kia through consultation with the supply of the parts

concermned.

Standard Quoted
KS A 0006  (Standard atmospheric conditions for testing)
KS R 0015 (Method of moisture, rain and spray test for automobile parts)
KS R 1035 (Inspection of distributer for automobile )
KS R 1036 (Inspection of for Automobile condensors)

KS R 5013 (Testing voltage for automotive clectric cquipments)
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Attached Table 1 Test Items, Mcthods and Evaluation Standards iy

No of
Test Item Test Condition and Method Evaluation Standard Test (n)

Physical They shall be tested according to the | They shall conform 1o | All the tests
Appecarance, | specifications. the specifications. shall be
Dimensions

and Form

Tensile The tollowing loads shall be applied | There shall be no

Strength of to the outward direction of the cord harmful functional

Terminal 0 Soldered Element and the terminal: | defects in any of the
8kg elements

o Connector: 10kg(Ass’y Condition)

3 | Dwell angle | The distributor shall be mounted as It shall conform to the [t shall be
of cam indicated in fig 1(The primary terminal | specifications for

shall not be connected to the coil) and connection
connected to the dwell angle meter. point type
using a variable speed motor, the only
distributor shall be set to 600 rpm
and the mndicator of the tester shall be
read. (The point gap shall
not be specified)

4 .

Ignition Mounting the distributor as indicated | It shall be within the
Interval fig. 1, 1t shall be set to 300 RPM using | range of +-5% for the
a variable speed motor. specified value.
The discontinuous ignition interval
shall be measured(starting from the

I st stage period)

5 | Ignition The angles between the gear or the The gear type shall be
Point coupler and the attached hole at the within the range of
ume of the ignition of the Istengine | +7° The coupler
shall be measured. lype shall be within the
range of +7°
Secondary It shall be a tested according to the It shall conform to the

voltage specifications spectifications --
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