3 Way Solenoid Valve
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1. Scope of Application
This standard  specifies the performuances of  solenoid  valve(hiercinadter  referred 1o US
valve') for 12V that is used {or engine controtling negative pressure gauge o open and

close a negative pressure pathway.

2. Purposc

This standard aims at sccuring proper quality by standardizing specifications.

3. Relation with Specification
As this standard specifies {o standard testing method and evaluation standard, it shall be
indicated in specifications when any testing method or evaluation standard other than those
this standard is required.
In that case, secifications prevail.

4. Standard Atmospheric Conditions for Testing and Testing Voltage

(1) Unless otherwise specified, test shall conform to KS A 0006 (Standard Atmospheric
Conditions for Testing).
That is, normal temperaturc . 207 15C, normal humidity : 652 20%. nominal voltage |
DC 12V

(2) Unless otherwise specified, the number of samples shall be 5.

(3) Unless otherwise specified, valve shall not be charged with electricity.

(4) In case of testing and measuring, connect as in a drawing condition.

(3) Any other things that are not specified in this standard shall conform 1o spectiications.

(6) Negative pressure and static pressure indicate relative pressure,
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6. Revision

Revision of this standard shall be determined by

5. Guaranteed Environmental Condition
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+700mmHg 15V
«— Performance assurance —
< Leaving assurance -
- 700mmHg 6V
-40C -30C 120 C 130 C

manufactures concerned.

7. Classification of Applied Valve

7.1 Classification by a negative pressure pathway
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