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KES D-C028

1.Scope of Application

This standard shall be applied for windshield washer assembly, tank, pump, and washer
nozzie.

2. Relation to Option Paper

This standard shows the standard testing method, decision, and inspection. If other testing

methods and decision standards are needed, indicate them on the option paper. In this
case, the option paper shall be the priority.

3. Environmental Condition of Testing Site and Testing Voltage
If it is not specified, (') normal temperature and humidity and (°) Standard Testing Voltage
shall be used.

Notes (') Normal temperature and humidity means the 4" grade temperature (20 + 15°C)

and the 3" grade humidity (65 + 20%) that is set by KS A 0006 (Standard
Condition for Testing Site)

2
(*) Standard voltage | Minimum testing voltage | Standard testing voltage | Maximum testing voltage

DC 12V 13.5V £ 0.3V

DC 24V 27.0V £ 0.6V

4. Testing Items, Methods, Decision Standard and Inspection Method

Follow appendix 1. for Testing Items, Methods, Decision Standard and Inspection Method.

Additional Rule

This standard shall be executed from the day of establishment and revision.

Quoted Standard

KS A 0006 (Standard Condition for Testing Site)

TES K 671-16 (Plastic material testing method)
SAE J 942
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Appendix 1.

KES D-C028

Testing Items, Methods, Decision Standard and Inspection Method

| Testing items

Testing Contents

—

| Decision standard

inspection rule

| o]

Testing items Testing condition and method de:{veil"c?;;ng FOI;rE;ijftng
4-1 Shooting | Measure shooting performance by Current : Less n=3 All check at
performance | using test nozzle (Nozzle with 2 | than 3A (12V) normal
@holes). Condition is that motor shall Less than 2A temperature
be cold (23.9 + 2.7 °c that motor inside | (24V) for current
and surrounding temperature are | Shooting and
same), water temperature shall be 23.9 | pressure : More | shooting
+ 2.7 °c, and hardness shall be less than 0.7kg / cm pressure
than 0.2 g/ | Water amount: All item
* Quotation SAE J942 | more than 100 cc n=95/
for 10 sec month
| |
R — | _
4-2 Continuous Perform continuously until the test There shall not be n=>5 n=1/
performance | nozzle shoots 1200cc. any water leakage month
or other problem. |
Also, it shall
satisfy 5-1 after
test.
4-3 lLow Measure the shooting pressure in Shooting pressure n=5% n=1/
temperature, | below condition by using test nozzle. shall be more 3 month
low voltage | Temperature : 0 °c than 0.3 kg/cm
test Voltage : 10V |
Solution : Isophropyl alcohol 50% |
Time : After 5 hour leaving
4-4 Nozzle block | Fill up the washer tank with water, There shall not be IL n=>5 n=1/day
test Block the nozzie and perform it for 1 any water leakage

minute.
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