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2. Scope of Application

This standard specifies the Decoration Film (hereinafter referred 1o as the'film') for use in the
dutomobile interior covering.,

3. Report of Evaluation Result

The evaluation results of designated iiems must be
a designated time. Also, the samplcs used in lests that are design
immediately be submitted, when S0 requested, for a period of 2 vears

the period designated by this comany is possible)

submitted to this company 1n the form of a report at
ated by this companv. shall

after test. (if necessary, assuming

4. Meaning of Terminology
(1) Film

It is meant to be printed transparent material made of film-Jike

resin, flexible, metal vapor plated on
Embo, processed materials, that have adhesives on their back side and separable p
protection or that were attached 1o 1t

apers for
ning articles.
(2) Color transparency

L& LLML

Means the colored portion of a film being appear
colored place on which the film 1$ attached.
(3) Standard materia]

ng as a different color tone due 1o the iInflucnce of

Means that manufactured test picee,

limited sample preserved in g container in which there is
influences of sunlight,

lemperature, humidity and dust, that is, a cool and dry condition is
maintained in order to compare with the

lest piece after revgular observation and
approved by the inspection divis

10n of this company.
(4) Length and Breadth of Film
It is defined that,

no

{csts which are

al manyfacturing,
perpendicular to length is breadih

(3) Place of being attached

the film running direction i length and the direction

Places or materials where films are being
(6) Apply cushion film

For protection of film surface (other side of
iS attached to fi

(7) Plastic squeeze

attached (painted/stecl plate, resin plate etc.)

attached side), and tool table for attaching proces

S, this
Im surface. Japancse paper and polyesters are widely used.

A scoop made of resin for usc in film attaching work.
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5. Specification Indicated in Engineering Drawings
5.1 Conliguration, material quality, plate thickness, surface for mation (painting specification etc.) of
places or materials where test piece is to be attached, for the following evaluation items
(1) 7.3 Strength
(2) 7.4.2 Impact resistance
(3) 7.4.4 Varnation rato of dimension
5.2 Film Thickness

6. Evaluation Standard
The evaluation standard shall conform to 6.1 ~ 6.4.
Remarks. 1. The number of materials shows the number of test samples at the development stage.
2. Quality rank shall conform to the separate standards established by the quality verification
department.
(1) Physical Appearance
The evaluation standard for physical appearance of film shall conform to the Table 1.

Table 1

Evaluation Itecm Evaluation Standard

Within the limits of standard

Color, Color Stain,

Color Transparency sample

Crease, Stain "

Peeling-off of paints Not allowed

(printing), Damage,

Swell up.

Spread out of Adhesives "’
Peel off at End Portion "

Film Thickness As shown in drawings

(2) Strength
Strength evaluating standard of film shall conform to the Table 2.
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Table 2
Evaluation Standard Sample Quality | Evaluation

Rank Mecthod _

Initial Strength of Adhesion Avoue 0.8kgl {7.8N} /25mm 3 53 _

Adhesion Strength in Normal 3 0B

Condition . -

Adhesion Strength of Thermal | Above 1.4kg { {13.7N} /25mm 3 B 7.3

Fatigue -~ - *

Adhesion Strength of Humidity 3 13

Fatigue

(3) Environmental Resistance

Environmental Resistance evaluation standard shall conform to the Table 2

.y

Table 3

Evaluation Item Evaluaticn Standard

Heut Resistance Creases, pecl off, stains, crevices, swellings

Adhesive spread out, pollution of attaching
articles, cclor change and fading should not

occur on should be within the limits of
Cold, Heat, Humidity | standard sample.

Fatigue

Humidity Resistance
Fatigue

Resistance cycling
Light Resistance

Sameas above, however, color change and 3 - B
fading shall be as bellow.

class 4 or more (exposure hour 300h)

class 3 or more (exposure hour 400h)

Impact Resistance No cracks nor peel off “ 7.4.2

Corrosion Resistance | No color ch Ange nor peel off at metal vapor 3 7.4.3
plate portion. |

Dimension

Variation Breadth

Ratio

o a ————
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