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NS D-C201

1. Purposce

This standard spectifies the determination ot the spectficaton of door trim.

2. Appearance
There shall be no harmful factors s=ach as gop. clearamcee, break, contammation, and
wrinkle.
After the evaluation under evaluation <tarcard of DT-1! there shall be no defects ke a

crack and a break.

G2

Matenal Properiies of Skin
(1) Vinyl leather and vinyl sheet shall meet the standard KES B-PO0I{Vinyl Leather for

Vehicles)

(2) Textile shall satisfy the textile specification, test resuits (attached by the manufacturer)

and KES B-P003(Textile for Automobiles).

4. Deformation of Trim
After evaluation under the condition DT-Z, deformation of clearance between body-—panel

shall be 3mm or less.
In case of the portions installed with kit plae like carpet and nenwoven fabric, 1t shall be

Smim or less.

5. Flaking of Urethane and Bond Machining

After evaluation under the condition DT-1, there shall be no abnormality such as flaking,

crack and bending.

6. Surface Wrninkles
(1) The crimps occurring during DT-2 evaluation shall disappear within one minut after

the evaluation.

(2) Loosening, occurring during DT-3 evaluation shall disapperar immediately after moving

to shadows.

(3) The occurring limits of wrnnkles and !oosening during DT-1 and DT -3 evaluattion shall

be within the acceptance sample (determined between the parties concermned).
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