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KES D-C606

1. Purpose
This standard aims at securing proper quality by standardizing specification.

Remark: This standard and a drawing communicate together our requirements.

2. Scope of Application
This standard specifies the pressure-sensitive adhesive paper

(hereinafter reffered to as the “tape”)

tape for automobiles.

3. Report of Evaluation Result
The quality evaluation result at each stage from develo

submitted to Kia according to the Appendix.

pment to mass production shall be

4. Definition of Terminology

(1) Pressure-sensitive adhesive
This is a tape used for binding wiring harnesses temporarily.

(2) Name(abbreviation)
Pressure-sensitive adhesive paper tape (PT)

5. Shape and Color

5.1 Material and structure
The tape shall be mainly composed of paper, and made so as not to include the

substance harmful to the human body.

d
t=thickness

/
¢, Paper

4

w=width

Pressure sensitive rubber adhesive -

5.2 Color
The standard color of the tape shall be blue or black.
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6. Evaluation Standard
The Evaluation standard of the tape shall conform to Table 1.
Remark 1. The way of reading evaluation item and evaluation method in Table 1 shall

conform to the following example.

Vibration
bility re31stance

Dura-

vy

Evaluation
Method

1st evaluation

2nd evaluation
(Evaluation item tested
after evaluating the

- vibration resistance)

3rd evaluation
(Evaluation item tested
after evaluating the
operating force)

Remark 2. The quality rank shall be represented by A, AR, B or C.
The definiton shall conform to KMS Q410001 (Determination and Procedure of

Qualily Ranking)

Table 1

KES D-C606

1st evaluation method

2nd evaluation method

3rd evaluation method

bl

Evaluation Item

Evaluation Standard

Quality |Evaluation
Rank Method

L

SRS — i CE S

|

External (1) No crease, flaw or remarKable oozing of C 7.2.1
Appearance Adhesive
(2) The sectional surface shall be piane, no |
offcore or dlshlng J
| = - !
External Th:Lcl( 0 09 0. C5mm C 7.2.2
dimension | width nominal value=*1. Omm
Adhesive | (1) Whenm the tape width is 18mm, this shall be | B | 7.3.1
Strength 0.17 kgf {1.66N} Min. |
(2) When the tape width is not 18mm, this shall be |
Stren - L the converted evaluation standard value. -
gth | Tensile (1) When the tape width 1is 18mm this shall be | B [ 1.3.2 ]
Strength 4 0 kgf {39.2N).

When the tape width is not 18mm, this shall be|

the converted evaluation standard value.
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