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1. Scope of Application

KES D-C62¢

This standard shall specify vinyl insulated low-voltage cable(cable, hereinafter) used fo

automobile.

2. Marks

Mark is AV, A means low-voltage cable for automobile, V means vinyl.

3. Material, Structure and Process Method

Material, Structure and Process Method is in accordance with table 1.

3-1 Conductor

Conductor is the combination of annealed copper wires as specified in KS C 3101. |
necessary, it necessary, winding paper tape on conductor is possible.

3-2 lnsulator

Cover vinyl on the conductor of 3.1. to concentric circle.
Thickness of insulator shall be above 90% of the value shown in table and minimum value i
measurement shall be above 80% of the value also shown in table 1.

Vinyl

Nominal

Sectional

Area(mm)

0.3f

0.75f

0.85

1.25f

1.25
2

No of

ine/Line Calculated | OQuter Insulator
Diameter Sectional | Diameter | Thickness
Area(mm) (mm) (mm)
(mr')
26/0.32 2.091 (.6

1.9

Table 1

Inner Diameter(imm

I

Standard

1.72

2.7
2.7
3.1

N
N

1/9

Conductor

Resistance

(207C)
Ohm/m

(g/m)

1.92 0.0610 <

0.0367

0.0244 12

;

2.9 0.0143 17

3.4 0.00881 25

(M)

500

100
100
100
100

100

Weight | Length

r

100

|


http://avadocuments2026.com/doc/kia-kes-d-c625-1993
http://avadocuments2026.com/doc/kia-kes-d-c625-1993

KES D-C625

Table 1(continued from the previous page)

3 41/0.32 B.297
65/0.32 5.228
50/0.45 [7.952

_F{emarks . f = flexibility

4. Color of Cable
Marks and standards of color used for cable are in accordance with table 2.
Discrimination of color shall be followed by color of insulator and marking respectively and its
order for use is the same as table 3. When using colors, other than table2, 3, refer to table 1
as specified in KS R 5052.

, Table 2
Black B
White W
Red R
Green G
Yellow Y
Brown Br
Blue L
Light Green Lg

Note(1) Standard of Color shall be in accordance with KS A 0062.
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